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Safer-Step ladders

ZARGES 
Safer Step Technology  
EU-Patent EP 1 162 342

Comfortable standing and a high degree 
of safety

ZARGES Safer Step Technology – 
patented treads with non-slip

 plastic inserts.

Front edge of tread 

ergonomically rounded, 

tread with integrated 

plastic insert

Flanged stepladder with treads

The convenient TOP stepladder with increased safety.

High-strength ZARGES quality flanged connection 

between tread and stile

Treads and stiles made from extruded aluminium 

sections

Practical aluminium storage tray for small parts 

and tools

Platform made from extruded aluminium sections for 

safe and comfortable standing even when working for 

longer periods of time

Replaceable 2-component plastic end caps ensure 

positioning without risk of slipping and at the same 

time provide firm seating in the stile

High-strength Perlon belts prevent splay, from 

4 rungs  

Z 600 tread with ZARGES Safer Step Technology, 
80 mm deep
Particularly ergonomic design of front tread edge

Wear-resistant, anodised stiles
Maximum working heights due to tablet 280 mm high

Special equipment
Mobile version available
Antistatic end caps available























Learn more about ZARGES Innovation:

www.safer-step.de

Delivery without content.
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Safer-Step ladders

Single-sided access
Order No. Ladder length

(m)

Platform height

(m)

Working height

(approx. m)

Stile height climbing  / 

support section (mm)

Number of treads incl. 

platform

Weight

(kg)

41 373 1.48 0.80 2.80 73 / 58  3  7.8

41 374 1.76 1.06 3.10 73 / 58  4  9.2

41 375 2.04 1.33 3.35 73 / 58  5  9.9

41 376 2.32 1.59 3.60 73 / 58  6 10.8

41 377 2.60 1.85 3.85 73 / 58  7 11.6

41 378 2.88 2.12 4.15 73 / 58  8 12.0

41 380 3.44 2.64 4.65 73 / 58 10 15.2

Double-sided access – also suitable for use in MR rooms
Order No. Ladder length

(m)

Working height

(approx. m)

lower, outside 

width (m)

Stile height

(mm)

Number of treads Weight

(kg)

41 303 0.79 2.55 0.44 73 2 × 3  5.8

41 304 1.07 2.85 0.47 73 2 × 4  7.2

41 305 1.35 3.10 0.50 73 2 × 5  8.4

41 306 1.63 3.40 0.53 73 2 × 6  9.3

41 307 1.91 3.70 0.56 73 2 × 7 10.1

41 308 2.19 3.95 0.59 73 2 × 8 11.5

41 310 2.75 4.50 0.65 73  2 × 10 14.7

41 312 3.31 5.10 0.71 73  2 × 12 17.8

41 314 3.87 5.65 0.77 73  2 × 14 22.6

41 316 4.43 6.20 0.83 73  2 × 16 26.5

Delivery without content.
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Stepladder, anodised

ZARGES TOP stepladder with treads 
and anti-slip tread coating

The top product – comfortable, ergonomic and 
aesthetically pleasing.

Treads 80 mm deep with serrated, anti-slip rubber coating

Wear-resistant, anodised stiles
Front edge of treads padded to protect shins

Solid safety platform made from diecast aluminium 

(25 cm × 25 cm)

Attractive appearance – ideal for use in nurses’ stations
Screwed protection between treads and stiles

Treads and stiles made from extruded aluminium sections

High-strength Perlon belts prevent splay, from 4 rungs

Special equipment
Mobile version available



















Order No. Ladder length

(m)

Platform height

(m)

Working height

(approx. m)

lower, outside 

width 

(m)

Stile height 

climbing / support 

section (mm)

Number of treads 

incl. 

platform

Weight

(kg)

40 131 1.36 0.66 2.70 0.43 48 / 42 3  4.9

40 132 1.60 0.88 2.90 0.46 48 / 42 4  6.0

40 133 1.84 1.10 3.10 0.48 48 / 42 5  7.0

40 134 2.07 1.32 3.35 0.51 48 / 42 6  8.2

40 135 2.31 1.54 3.55 0.53 48 / 42 7  9.3

40 136 2.55 1.76 3.80 0.56 48 / 42 8 10.4

Delivery without content.
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Multifunction folding ladder

1

ZARGES multifunction folding ladder, 
2-part

The practical climbing aid with a double function 
(see Figure 1).

Can be used as a single ladder or stepladder

Sturdy steel joint screwed to the stiles

Automatic locking

One ladder with wide crosspiece for stable positioning

Replaceable 2-component plastic end caps ensure 

positioning without risk of slipping and at the same time 

provide firm seating in the stile

High-strength ZARGES quality flanged connection 

between tread and stile

Special equipment
Antistatic end caps available















Order No. Ladder length as 

single ladder 

(m)

Ladder length as 

stepladder 

(m)

Working height as 

single ladder 

(m)

Working height as 

stepladder 

(m)

Crosspiece 

(m)

Number of rungs Stile height

(mm)

Weight

(kg)

41 941 2.50 1.30 3.60 3.05 0.75 2 × 4 58  6.0

41 942 3.60 1.85 4.70 3.60 0.75 2 × 6 58  8.0

41 943 4.70 2.40 5.80 4.15 0.75 2 × 8 58 12.0

Delivery without content.
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Multifunction ladders

Single ladder Stepladder with 

double-sided access

Multifunction ladder, 3-part

One ladder – six functions. 

Top section with parking hooks and locking 

mechanism

Strong Perlon straps with sewn-in fixing tab 

prevent splay

Sturdy, screwed fittings made from extruded 

section

Optimum guide connection that encompasses 

the whole stile

Locking mechanism and guides are bolted in 

and can thus be replaced

High-strength ZARGES quality flanged 

connection between rung and stile

Replaceable 2-component plastic end capsen-

sure positioning without risk of slipping and at 

the same time provide firm seating in the stile

Rungs and stiles made from extruded 

aluminium sections 

Two rigid connections

Extra-wide crosspiece for optimum stability

Top section with top wheel assembly























Delivery without content.
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Multifunction ladders

Stepladders 

for use on stairs

2-part 

single ladder

3-part 

single ladder

3-part 

multifunction ladder

Order No. Ladder length, extended 

as 3-part single ladder 

(m)

Length as 2-part single ladder 

and as a stepladder 

with attachment section

(m)

Length of ladder sections 

also stepladder without 

attachment section 

(m)

Crosspiece 

(m)

Number of rungs Stile height

(mm)

Weight

(kg)

 41 526* 4.15 3.00 1.90 0.80 3 × 6 68 13.8

 41 527* 4.95 3.60 2.20 0.80 3 × 7 68 16.2

41 521 5.80 4.10 2.45 0.90 3 × 8 73 18.5

41 529 6.65 4.70 2.75 0.90 3 × 9 73 20.8

41 522 6.90 4.95 3.00 1.00  3 × 10 73 24.3

41 523 8.60 6.10 3.55 1.10  3 × 12 98 30.1

41 524 9.70 6.95 4.15 1.20  3 × 14 98 38.4

*  without top wheel assembly

Delivery without content.
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Index

3001 96

3002 96

3004 96

3005 96

3006 96

3007 96

3008 104

3060 96

3062 115

40 131 128

40 132 128

40 133 128

40 134 128

40 135 128

40 136 128

40 558 99, 116

40 559 99, 116

40 564 121

40 565 121

40 566 121

40 567 121

40 568 120, 121

40 580 120, 121

40 607 119

40 608 119

40 609 119

40 623 105

40 631 102

40 633 99, 116

40 634 101

40 635 102

40 644 98

40 645 98

40 646 98

40 647 98

40 650 101

40 654 102

40 661 101

40 666 94

40 667 94

40 668 82

40 669 94

40 670 82

40 671 82

40 672 82

40 673 94

40 674 99, 116

40 675 99, 102, 116

40 677 120, 121

40 678 121

40 680 119

40 681 95

40 682 95

40 683 95

40 684 95

40 689 95

40 691 100, 117

40 692 100, 117

40 693 100, 117

40 694 100, 117

40 695 103

40 696 103

40 726 118

40 727 118

40 756 98

40 780 101

40 781 119

40 782 119

40 783 119

40 785 118

40 787 118

40 788 118

40 810 120, 121

40 835 120, 121

40 836 121

40 837 121

40 838 121

40 839 121

40 840 121

40 841 121

40 842 121

40 843 121

40 844 121

40 845 121

40 846 121

40 847 121

40 848 121

40 849 120, 121

40 859 121

40 875 120, 121

40 876 120, 121

40 887 115

40 888 115

40 889 115

40 890 95

40 891 115

40 893 115

41 303 127

41 304 127

41 305 127

41 306 127

41 307 127

41 308 127

41 310 127

41 312 127

41 314 127

41 316 127

41 373 127

41 374 127

41 375 127

41 376 127

41 377 127

41 378 127

41 380 127

41 402 124

41 403 124

41 404 124

41 405 124

41 406 124

41 407 124

41 408 124

41 412 125

41 413 125

41 414 125

41 415 125

41 416 125

41 417 125

41 418 125

41 521 131

41 522 131

41 523 131

41 524 131

41 526 131

41 527 131

41 529 131

41 941 129

41 942 129

41 943 129

43 831 122

43 832 122

43 910 105

46 000 13, 44, 45,

  48, 49

46 001 14

46 002 15, 45, 46

46 003 15, 45, 46

46 004 14, 44, 46,

 47, 48, 49

46 005 13, 44, 45,

  48, 49

46 006 15

46 007 15 

46 010 14, 46, 47

46 011 13

46 013 22, 23,

  40, 46, 48

46 014 22, 23, 40,

  46, 48

46 015 22, 23, 46,

  47, 49

46 016 22, 23, 46,

  47, 49

46 017 22, 46, 47,

 47, 48, 49

46 018 22, 48, 49

46 019 61

46 020 18, 44, 45,

  48, 49

46 021 15, 24, 45,

  46

46 022 17, 46, 47

46 023 18, 46, 47

46 024 18, 44, 45,

  48, 49

46 025 18, 44, 45, 

 48, 49

46 026 17, 44, 45,

  48, 49

46 027 13, 44, 45,

  48, 49

46 028 13, 44, 45,

  48, 49

46 029 13, 44, 45,

  48, 49

46 030 13, 44, 45,

  48, 49

46 031 14, 46, 47

46 032 14, 46, 47

46 033 15, 45, 46

46 034 13

46 035 13

46 036 15

46 037 15

46 038 15

46 039 15

46 040 14

46 041 14

46 042 14, 44, 46, 

 47, 48, 49

46 043 14, 44, 46, 

 47, 48, 49

46 049 20

46 055 22, 41

46 056 22, 41

46 057 22, 41

46 058 22, 41

46 060 17, 44, 45,

 46, 48, 49

46 065 54

46 066 54

46 067 54

46 068 54

46 069 54

46 072 53, 81

46 079 53

46 080 18

46 081 18

46 082 18

46 083 36

46 084 40

46 085 36

46 086 40

46 087 38

46 088 41

46 089 41

46 090 78

46 091 80

46 092 80

46 093 80

46 094 78

46 095 78

46 096 80

46 097 80

46 098 80

46 100 38

46 101 38

46 102 20, 44, 48

46 103 20, 44, 49

46 104 20, 45

46 105 20, 45

46 106 20, 21, 44,

  48, 49

46 107 20, 21, 44,

  48, 49

46 108 20, 45

46 109 20, 45

Order No. page Order No. page Order No. page Order No. page Order No. page
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Index

Order No. page Order No. page Order No. page Order No. page Order No. page

46 118 22

46 119 22

46 120 21, 45

46 121 21

46 122 21

46 130 37

46 131 37

46 132 37

46 133 37

46 134 37

46 135 37

46 140 53

46 141 53

46 200 13

46 201 14

46 202 13, 44, 45, 

 48,49

46 203 14

46 204 14, 61

46 205 14, 61

46 208 13, 61

46 209 13, 61

46 210 24

46 211 24

46 212 38

46 213 38

46 214 38

46 215 38

46 220 18

46 221 18

46 222 18

46 223 18

46 224 18

46 225 18, 46, 47

46 226 23

46 227 23

46 234 23

46 235 23

46 236 23

46 237 23

46 241 75

46 243 74

46 244 75

46 245 75

46 246 75

46 247 75

46 250 38

46 251 74

46 253 74

46 270 53, 81

46 271 53, 81

46 272 53, 79

46 273 53

46 274 53

46 275 53

46 276 53

46 277 53

46 278 53

46 282 75

46 283 75

46 284 75

46 285 74

46 286 74

46 287 74

46 288 74

46 289 74

46 290 75

46 291 75

46 295 75

46 296 75

46 297 75

46 298 75

46 299 74

46 310 74

46 311 74

46 312 74

46 313 74

46 315 74

46 324 75

46 371 74

46 372 74

46 373 75

46 374 74

46 375 74

46 378 74

46 380 75

46 381 74

46 384 75

46 391 75

46 420 61

46 421 61

46 422 61

46 423 61

46 424 61

46 425 61

46 426 61

46 427 61

46 428 61

46 429 61

46 430 61

46 431 61

46 438 61

46 440 79

46 441 81

46 442 81

46 443 81

46 450 108

46 451 110

46 452 110

46 453 109

327 412 102

339 147 99, 102, 116

342 856 122

342 971 122

349 315 78

355 907 23

355 908 23

355 909 23

920 880 36, 39, 61,

 79

1041 356 124

1041 358 124

1041 360 124

1041 362 124

1041 364 124

1141 356 125

1141 358 125

1141 360 125

1141 362 125

1141 364 125

GSE 15 113

GSE 25 113

GSE 35 113

GSE 45 113

KB 51 113

KDH 88

KDS 88

NA 21 111

NA 22 111

NA 23 111

NA 24 111

NW 10 84

NW 21 84

NW 22 84

NW 23 84

NW 24 84

NWK 3010 114

NWK 3020 114

NWK 3030 114

NWK 3040 114

S 40 112

S 40 L 112

S 70 112

S 70 L 112

SR46/B5-8 91

SR46/B6-10 91

SR49/B5-12 91

SR49/B6-15 91

SR66/B5-8 91

SR66/B6-10 91

SR69/B5-12 91

SR69/B6-15 91

SR412/B5-16 91

SR412/B6-20 91

SR415/B5-20 91

SR415/B6-25 91

SR418/B5-24 91

SR418/B6-30 91

SR612/B5-16 91

SR612/B6-20 91

SR615/B5-20 91

SR615/B6-25 91

SR618/B5-24 91

SR618/B6-30 91

ST44B4 90

ST46B4 90

ST47B4 90

ST49B4 90

ST44C4 90

ST46C4 90

ST47C4 90

ST49C4 90

ST44D4 90

ST46D4 90

ST47D4 90

ST49D4 90

ST410B4 90

ST412B4 90

ST415B4 90

ST418B4 90

ST410C4 90

ST412C4 90

ST415C4 90

ST418C4 90

ST410D4 90

ST412D4 90

ST415D4 90

ST418D4 90

ST66B4 90

ST67B4 90

ST69B4 90

ST66C4 90

ST67C4 90

ST69C4 90

ST66D4 90

ST67D4 90

ST69D4 90

ST610B4 90

ST612B4 90

ST615B4 90

ST618B4 90

ST610C4 90

ST612C4 90

ST615C4 90

ST618C4 90

ST610D4 90

ST612D4 90

ST615D4 90

ST618D4 90

SW 600 87

SW 620 87

SW 630 87

SW 640 87

SW 700 87

SW 701 87

SW 720 87

SW 721 87

SW 730 87

SW 731 87

SW 740 87

SW 741 87

TVD 84, 88

TW 1 89

TW 2 89
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Contact ZARGES directly

We are there for you:

You can find our general business terms and conditions at:

www.zarges.com

ZARGES GmbH
Export
Zargesstraße 7
D-82362 Weilheim

Postfach 1630
82360 Weilheim

Tel.: +49 (0) 881-687-364
Fax: +49 (0) 881-687-525

medical.systems@zarges.de
www.zarges.com

International 
ZARGES GmbH
Marc Vander Putten
Lennikseweg 90
B-1701 Itterbeek
Tel.: +32 (02) 567 07 40
Fax: +32 (02) 567 98 72
Tel. mobile: +32 476 360 740
marc.vander.putten@zarges.be



Comprehensive information on all our product lines: 
Logistics Products, Access Technology and Aluminium Systems

Product finder for quick and easy location of the products you require

Bookmark and comparison function – You can select various products 
from a list and compare them directly with each other

Comprehensive search function for direct location of your contact person, 
distributor ornearest specialist dealer

All product catalogues, assembly and application instructions available 
for download









www.zarges.com

Visit us on the Internet!

Contact ZARGES directly:



→ Hi-Tech Containers
 Mitraset 19“ housing and 

further packaging solutions for 

sophisticated military, aerospace 

and electronics applications.

→ Access Technology
 Ladders, scaffolding, platforms, 

assembly lifts and other access 

equipment for industry and the 

service sector, for craftsmen, the 

trades and private use. 

Contact ZARGES directly
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→Packaging, transportation, storage
 Your programme for packaging, 

transportation and storage in 

industry and the service sector, 

for the trades and craftsmen. 

  www.zarges.com

ZARGES GmbH 
Postfach 1630

D-82360 Weilheim

Tel.: +49-(0)881-687-132

Fax: +49-(0)881-687-525

medical.systems@zarges.com

www.zarges.com

Please see above for other 

specialist divisions.




